MHD 10 P 25 FSM

10cm-4”

BASS MIDRANGE
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RESPONSE CURVE ON AXIS AND 300 OFF AXIS - IMPEDANCE CURVE
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Full range ‘loudspeaker,
excursion.

high quality. Long cone
Magnesium die cast chassis.

MHD 10 P 25 FSM
10cm - 4”

TECHNICAL SPECIFICATION SYMBOL VALUE UNIT
Nominal impedance z 8 Q
Minimum impedance y 2 7,5 @ 500 Hz Q
DC resistance Rie 6,1 Q
Voice coil inductance Lem 340 pH
Resonant frequency fs 61 + 9 Hz
Suspension compliance Cis 1,61 . 103 mN-1
Mechanical Q factor Qus 2,14

Electrical Q factor Qgg 0,49

Total Q factor Qg 0,40

Mechanical resistance Rys 0,75 kg st
Moving mass Mo 42 . 103 kg
Emissive diameter of the diaphragm D 0,083 m
Effective piston area Sy 0,0054 m?2
Voice coil diameter d 25,5 mm
Voice coil former Aluminium

Voice coil length h 5 mm
Voice coil layers n 2

Flux density B 11 T
Flux in the Gap %} 0,352 . 10-3 Wb
Magnetic energy W 0,182 Ws
Force factor BL 4,46 NA-1 -
Gap volume Vi 0,378 . 10-¢ m3
Height of the Gap Hg 4 mm
Diameter of magnet A 72 mm
Height of magnet B 15 mm
Weight of magnet 0,25 kg
Mass of speaker 0,580 kg
Characteristic efficiency level :

1 W, pink noise, weighted n 87 (W) dB SPL
Nominal power handling 30 W
Acceleration factor r 1062 ms—=2 A1
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